PATENT PENDING

Small Valves Thread Size Hose Size
H-Type L-Type
REPLACE YOUR EZ-101H EZ-101L 1/2'-20UNF 3/8" I.D.
DRAIN PLUG EZ102H EZ-102L PF-3/8 (G-3/8)| 3/8" I.D.
-0il may be drained by EZ-103H EZ-103L 12mm-1.25 3/8" I.D.
turning the lever EZ-104H EZ-104L 18mm-1.5 3/8" I.D.
X EZ-105H EZ-105L 20mm-1.5 3/8" I.D.
(o needito attach a hose) EZ-106H EZ-106L 14mm-1.5 3/8" I.D.
EZ-107H EZ-107L 12mm-1.75 3/8" I.D.
EZ-108H EZ-108L 16mm-1.5 3/8" I.D.
EZ-109H EZ-109L 12mm-1.5 3/8" I.D.
CONNECT A HOSE EZ-110H EZ-110L NPT 3/8-18 3/8" I.D.
EZ-111H EZ-111L 14mm-1.25 3/8" I.D.
(OPTIONAL) EZ-113H EZ-113L 9/16"-18UNF 3/8" .D.
-Drain oil away from the EZ-114H EZ-114L 3/8"-24UNF 3/8" I.D.
engine. EZ-115H EZ-115L NPT1/4-18 3/8" I.D.
-May be secured with a EZ-124H EZ-124L 10mm-1.25 3/8" I.D.
hose clamp.
Medium - Large Valves Thread Size Hose Size
H-Type L-Type
OPEN THE LEVER EZ-200H EZ-200L NPT 1-11.5 5/8" I.D.
EZ-201H EZ-201L NPT 3/4-14 5/8" I.D.
TO DRAIN OIL EZ-202H EZ-202L NPT 1/2-14 5/8" I.D.
-Allows full control of the EZ-203H EZ-203L 1"-18 UNF 5/8" I.D.
flow while draining oil. EZ-204H EZ-204L 3/4"-16 UNF 5/8" 1.D.
-Allows stopping at EZ-205H EZ-205L 1-1/8"-12 UNF | 5/8" I.D.
any time. EZ-206H EZ-206L 7/8"-14 UNF 5/8" I.D.
-Easy to draw small oil EZ207H | EZ207L | 26mm-1.5 5/8" I.D. L-Type
samples. EZ-208H EZ-208L 7/8"-18 UNF 5/8" I.D.
WARNING! EZ-209H EZ-209L 1"-14UNC 5/8" I.D.
Hose Ends on H-Type valves cannot be removed. EZ-210H EZ-210L  ]1-1/16" - 12 UNF 5/8" 1.D.
P EZ-211H EZ-211L 27mm-2.0 5/8" I.D. THE EAS'EST O". CHANGE
@Iﬂ EZ-215H Ez-215L  |1-5/16"-12 UNF | 5/8" I.D.
L-TYPE VALVES (12~ =i e et e, ENGINE OIL DRAIN VALVE
The L-Type Valves are equipped with a 90 EZ-3H EZ-3L 20mm-15 5/8" LD
degree, adjustable Hose End. ' T -
A EZ-5H EZ-5L 25mm-1.5 5/8" I.D. Rep|aces your drain p|ug
-90° Hose End EZ-6H EZ-6L 24mm-2.0 5/8" .D.
-Adjustable Hose End rotates 360° EZ-7H EZ-7L 30mm-1.5 5/8" 1.D. Easy Operation
-Prevents hose kinking o EZ-7BH EZ-7BL 22mm-1.5 5/8" I.D. E Installati
-gerfect tflf:r Ill_lmltecllE cldearan_;:_e app_ltllﬁthlons EZ8H EZ.8L 24mm-1.5 5/8" I.D. a_sy nstaliation
-Secure the Hose End position wi e - . o
built-in lock nut 5 Visit our web site for complete details, sizes, and Save time a_nd expenses
applications chart. No more stripped threads
www.EZoildrain.com No more burned hands
Distributed by: No messy oil changes
Changing your oil is now easy with
the EZ Oil Drain Valve.
USA email: EZoildrain@msn.com
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